PLATOURI MAGNETICE ELECTRO-PERMANENTE PENTRU FREZARE ULTRA QUAD
ULTRA QUAD ELECTRO PERMANENT MAGNETIC CHUCKS FOR MILLING

PLATOURI MAGNETICE ELECTRO-PERMANENTE CU POLI PATRATE 75X75 MM
ELECTRO-PERMANENT CHUCKS WITH SQUARE POLES 75 x 756 MM

ART. 188H |3

DATE TEHNICE/ TECHNICAL FEATURES

Pasul polilor
Pole pitch 80 mm
Gaura filetata in pol M8

0 Mounting hole in the chuck

Forta masurata in Gauss

Gauss force measured in 8.000 gap -1,5 mm

Forta nominala verticald pe pol

Nominal Vertical pole force 820 daN

Grosime minima recomandati

Minimum suggested thickness 16 mm

Dimensiunea minima a piesei _ 2
Minimum piece size 15x15 om =225 6m

ART. Lungime Litime Grosime Poli Forta magneticd

Length Width Thickness Poles Magnetic force
mm mm mm n daN*
188.01H 601 327 60 18 14.400
188.02H 815 327 60 24 19.200
188.03H 1029 327 60 30 24.000
188.04H 415 425 60 16 12.800
188.05H 601 415 60 24 19.200
188.06H 815 415 60 32 25.600
188.07H 1029 415 60 40 32.000
188.08H 513 503 60 25 20.000
188.09H 815 503 60 40 32.000
188.10H 102 503 60 50 40.000

* Datele se refera la contact direct cu toatd suprafata magnetica la gol de aer 0 mm / * Data refer in direct contact with the full magnetic area at: 0 mm air-gap

EXTENSII DE POLI FICSI SI MOBILE PENTRU SISTEMUL DE FIXAREA MAGNETICA
MOBILE AND FIX POLAR EXTENSIONS FOR MAGNETIC CLAMPING SYSTEMS

Dimensiuni
ART. Sizes
L P H
mm mm mm
EF75 Extensie de pol fix pentru EM75 75 75 50

Fix polar extension for EM75

Extensie de pol fix pentru EMC75
EFC75 Fix polar extension for EMC75 7 8 86

Extensie de pol fix pentru EMM75
EFM75 Fix polar extension for EMM75 75 5 84

Extensie de pol mobil pentru pol

75Xx75 mm

Mobile polar extension pole 75 75 8 52
mm

EM75

Extensie de pol mobil cu magnet

pentru pol 75x75 mm

Mobile polar extension with 75 75 87
magnet pole 75 mm

EMC75

Extensie de pol mobil cu arc

pentru pol 50x50 mm

Mobile polar extension & 5 85
with spring pole 756 mm

EMM75
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